電平轉換器 (Voltage Translators)
自動雙向電平轉換器 (Voltage Translator with Auto Bi-Direction)
	[bookmark: _Hlk181800924]Part
Number
	Status
	Channels
	M(aMxbDpast)a
	VCCA Rang  (V)
	VCCB Rang  (B)
	Bidirectional
	Shotdown ICC Max(µA)
	VCC Shutdown I/O Sate
	Logic input
	Logic Output
	ESD
	Operating Temperature Range(°C)
	Package
	Competitve Product

	GT0101
	Production
	1
	24M,2M
	1.65-3.6
	2.3-5.5
	YES
	1
	Hi-Z
	/
	Push-Pull Open-Drain
	5K
	-40-85°C
	SC70-6,SOT23-6 DFN1.45*1-6L
	TXS0101 RS0101

	GT0102
	Production
	2
	24M,2M
	1.65-3.6
	2.3-5.5
	YES
	1
	Hi-Z
	/
	Push-Pull Open-Drain
	5K
	-40-85°C
	SOT23-8,DFN-1.4*1-8L VSSOP-8
	TXS0102 RS0102

	GT0104
	Production
	4
	24M,2M
	1.65-3.6
	2.3-5.5
	YES
	1
	Hi-Z
	/
	Push-Pull Open-Drain
	5K
	-40-85°C
	QFN2.0*1.7-10L,QFN2*2-12L QFN3.5*3.5-14L,TSSOP-14
	TXS0104 RS0104

	GT0108
	Production
	8
	24M,2M
	1.65-3.6
	2.3-5.5
	YES
	1
	Hi-Z
	/
	Push-Pull Open-Drain
	5K
	-40-85°C
	QFN3*3-20L TSSOP-20
	TXS0108 RS0108



